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ZJ Series (Aluminum Butt y Valves)

ISO 9001 certified since 1989

Department of Overseas Operation
1-10-1 Nakase, Mihama-ku, Chiba 261-8577, Japan
Phone: +81-43-299-1730, 1732 and 1733

Dimensions

LEVER (Aluminum Diecast)
SNAP RING (Stainless Steel)
YOKE (PA66 / GF30%)
STEM (Stainless Steel / SUS410)
BOLT (Stainless Steel)
O-RING (EPDM)
BEARING (PPS)
BACK UP RING (Aluminum Diecast)
DISC (CF8)
SEAT (EPDM)
BODY (Aluminum Diecast)
BOTTOM PLATE (NBR)
BOTTOM CAP (Stainless Steel)

Material

* Condition : Fluid is not frozen.

Maximum service pressure 1.0 MPa
Service temperature range *

Coupling Flanges

‒10ºC ‒100ºC 
(Ambient temp: max 80ºC)

PN10 (JIS 5K/10K)
Face to Face EN558 Basis series 20

Applications : Water, Air, and Light Chemical*
・HVAC
・Plumbing

FIG
・PN10ZJUE (Lever Type)
・G-PN10ZJUE (Gear Type)

・WTP
・ETP
・STP

* For detail : Please contact us.

(Water Treatment Process)

(Sewage Treatment Process)

PA66 / Polyamide 66 is
・ One of the most versatile engineering thermoplastics.
・An outstanding candidate for metal replacement applications.
・ High strength over wide temperature range.
・

P-T Rating

* Please contact us for technical advice when service conditions
  may exceed the P-T rating range limited here.
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Lever Gear Lever Gear Lever Gear
50 2 50 87 43 170 180 138 131 44 188 100
65 66 107 46 178 188 146 139 73 188 100
80 3 79 122 46 188 198 156 149 84 188 100
100 4 101 152 52 198 208 166 159 94 188 100
125 5 125 178 56 242 255 201 195 125 260 100
150 6 148 208 56 254 267 216 207 136 260 100
200 8 198 257 60 280 303 240 234 165 350 140
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・Lever Type

・Gear Type
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